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The new surface design for shipping containers 
consists of a major design element and several 
minor elements. The major element contains 
two large square blocks of equal size usually 
printed side by side. The design block on the 
left is always the Corporate monogram. When 
two color printing is used, the left block con- 
taining the Corporate monogram is always red. 
The design block on the right is the product or 
division symbol and is always printed black. 


Where circumstances justify one color printing 
the standard RCA red is used. (One color print- 
ing should be considered an exception and only 
used when two color printing is not economical.) 
The major element appears on the front and 
back panels of the container. Other design ele- 
ments are the name of the product, corporate 
signature, division markings and address, legal 
markings. See page 3 for proper placement of 
each design element on container panels. 


All illustrations of containers appear in white but represent both craft and white shipping containers. 


A new surface design has been created for shipping 
containers which gives strong identification to the cor- 
porate monogram, the producing division, and the 
individual product. The design is flexible and can be 


adapted to all shapes and sizes of containers as shown 
in the illustration at left. Used properly, a family re- 
semblance for all corporate products is achieved. This 
booklet establishes guide lines for proper use of the 
new design. 

The major blocks (squares) are the key element in the 


design. It is important that the configuration of the con- 
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tainer be considered before specifying block sizes. The 
basic guides shown in chart on page 6 should be fol- 
lowed to give proper results. 


For small horizontal containers or when major printing 
panel is only 2” to 6" in height, the monogram block 
should cover % of the height. 


In unusual or special cases only, major blocks may be 
placed vertically rather than horizontally. When this is 
done the corporate monogram should be the upper 
block, division or product symbol the lower block. In a 
vertical arrangement like this the blocks should be 
centered between the left and right edges of the con- 
tainer. 


When major container panel is square, vertical, or 
standard horizontal, the width of the monogram block 
should be 4 the height of the container. 


center line of the panel. 
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PART NO. ETC. 


EXAMPLES OF GRAPHIC ELEMENTS 
AND TYPE ARRANGEMENTS 1 ee 


All product symbols must be approved ELEMENT MEMORY 


by the Corporate Identification PRODUCTS 


Committee. 


PRODUCT PARTS AND 
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PORTABLE | V 


RCA Victor Symbol (Trademark) 


For general use when a specific symbol 


is not authorized DIVISION 
toenrrication| RCA VICTOR 
ELECTRONIC COMPONENTS & DEVICES 
DIVISION RADIO CORPORATION OF AMERICA 
ADDRESS HARRISON, NEW JERSEY — MADE IN U.S.A 
TRADEMARK (S) @ REGISTERED MARCA (S) REGISTRADA (S) 


GLASS 
CATHODE RAY TUBE 
re: CLASSIFICATION 
MARKINGS F R A G I L E 
Typical Product Symbols HANDLE WITH CARE 


THE MOST TRUSTED NAME 
IN ELECTRONICS 


El CORPORATE SIGNATURE 


ip Size of major monogram blocks should be 14 
of panel height on standard size square or 
horizontal panels. See table on page 6 for 

spacing between blocks. 


GLASS 


THE MOST TRUSTED NAME 
IN ELECTRONICS 


Corporate signature, made up of RCA trademark 


and slogan, appears on top panel of box. 
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ELECTRONIC COMPONENTS & DEVICES 


5 Monogram blocks are also used with 
division address on container end 
panels. These blocks should be % the 
size of monogram blocks used on front 
panel. Product identification, if used, 
should appear above blocks and line up 
with them. Type lines of division name 
and address should be placed below the 
two blocks and also made to line up with 

them. . 


PORTABLE | V 


Product identification type line should line up with 
both left and right edges of monogram blocks. 
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STEREO - AUTOMATIC 


VICTROLA 


PHONOGRAPH 


RCA VICTOR 


The division name when used with the prod- 
uct may appear on front and back panels. 
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PARTS AND ACCESSORIES 
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Legal markings should be placed between right side of 
product symbol block as shown in the illustration. They 
should be placed in such a manner as not to be covered 
with sealing tape. 


MEMORY 


PRODUCTS 


Proper placement of the individual design elements in 
relation to each other and to top and bottom edges of 
the container panels is very important to good surface 
styling. The table on page 6 gives approximate dimen- 
sions for placement of the elements in relation to the 
size of the monogram block and the panel to which they 
are being applied. EXAMPLE: If the monogram block 


The margin to be allowed between elements and the 
bottom edge of the container panel should be identical 
to that allowed from element at the top of panel. 


When special elements are utilized in surface design 
(such as the ‘“‘rainbow”’ color spectrum applied to Color 
TV containers) good layout makes it mandatory that a 
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ELECTRONIC COMPONENTS & DEVICES 
RADIO CORPORATION OF AMERICA 


measures 2", the table will show that the spacing be- 
tween the monogram blocks should be 14" and the dis- 
tance from the top of the container panel should be 
¥," Table shows too, that the blocks used on end panels 
should be only one-half the size of the monogram block 
on the front panel and spacing between these smaller 
blocks would be 4". 


COLOR TV 


ELECTRONIC COMPONENTS & DEVICES 


uniform ‘‘square’’ motif be carried out. Thus the color 
spectrum element should line up with the outer edges 
of the major monogram blocks (illustration at the left) 
or be of equal size to ‘‘square’’ formed by smaller 
monograms and address type. (Illustration at right) 
Spacing from panel edges should be uniform. 
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TABLE OF SIZES AND DIMENSIONS 


Front & Back Spacing Between Spacing From End Spacing Between 
Panels Blocks Top Panels Blocks 


COLOR STANDARDS 


The red ink used on all shipping containers should be 
the equivalent of the red shown in the color sample. 
The black ink should be specified as G.C.M.I. #90. 
NOTE: Compensation must be made when printing on 
containers with variations in container color . . . which 
causes the red to appear darker than the specified 
color. Some tolerance in color of red is acceptable. 


SEALING TAPE 


Regular slotted containers are securely sealed by apply- 
ing tape across the center seams. This tape must con- 
form to Purchasing Specifications. Tape or labels 
should never be applied to a container in such a manner 
as to obliterate or deface printed matter. The basic 
design described in this booklet will permit the proper 
application of sealing tape. 


RCA Square Gothic is a specially made type for the exclu- 
sive use of RCA. This type was made by Jas. H. Matthews 
& Co. and is held by them for the various divisions of RCA. 


All masters to be used in this program are held by the 
same company and all purchases of printing dies will be 
directed to Jas. H. Matthews & Co., 3780 Main Street, 
Phila., Pa. 19127. 
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“RCA SQUARE GOTHIC” Type Face 


A crisp, clean, contemporary type style consistent with the 
modern design of the equipment within the container. RCA 
Square Gothic is used for large display type, product name, 
corporate signature, division and legal markings. Available 
in condensed, regular, extended, extra extended styles, 
RCA Square Gothic is highly flexible for design purposes. 
From these various styles it is possible to align type copy 
quite easily within proper margins. 


“STANDARD” Type Face 


“Standard” type face is to be used for divisional address 
and legal copy. Available in a wide variety of sizes, widths 
and weights, this type face permits sufficient flexibility to 
fit copy exactly to design needs. 


This booklet is a preliminary guide meant to acquaint all those involved in 
packaging with the new surface graphics for RCA shipping containers. A 
new and more complete booklet will be issued in the future. 


The illustrations that appear in this booklet will serve to make the details 
of the plan clear, but are not necessarily accurate as to the printed infor- 
mation that will be shown on the finished containers. 


